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PHASES ASSOCTATED BY A DASHED LINE MAY/WILL
OPERATE CONCURRENTLY.

PHASES ASSOCIATED BY A SOLID LINE WILL NOT
OPERATE CONCURRENTLY.
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GENERAL NOTES: (EONT.)

, e A 10. THE 10' SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED
'ﬁFX7> FROM FACE OF PUSHBUTTON TO FACE OF PUSHBUTTON, NOT CENTER
~7 - /\ TO CENTER QOF POLE.
Y e - 11, PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR
e i 0 WHICH THEY ARE, INTENDED. ‘
== 30# " 12. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ABANDONED
S SRR ELECTRICAL CABLES. _
‘ W ) ) e 13, THE CONTRACTOR SHALL INSTALL ALL CONDUIT PRIOR TO NEW
N 24 —® g M e SIDEWALK AND RAMP CONSTRUCTION.
7 W e e s g ey vt . —~ o ho 14, THE CONTRACTOR SHALL INTEGRATE PROPOSEDEXISTING CONCRETE
i Py oo e - oy 3 EXlST[NG‘ A MD 355 FOUNDATIONS WITH NEW CURBSGIDEWALK RAMPS WHERE NECESSARY.
T X T LLIL TN 7\ & TRANSFORMER -— 15, THE CONTRACTOR SHALL ENSURE THE EXISTING TRAFFIC SIGNAL
/’ A s S N GENERAL NOTES: EQUIPMENT REMAINS OPERATIONAL UNTIL PROPOSED EQUIPMENT
WITHIN EXISTING X I IT 0-‘1'“{"-— = =P 738478-1480 ' IS OPERATIONAL.
fSHA RIGHT-OF-WAY 00 11 g f i ! } 4 ,&_® 1. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTCR 16. PLACE 24 IN. WIDE DETECTABLE WARNING SURFACE ALONG THE FULLY
MATCH EX. Pl e ! N UTILIZING MDSHA STANDARD TYPICALS FOR TRAFFIC CONTROL. DEPRESSED PORTION OF THE PROPOSED RAMPS. THE MAT SHALL NOT
| EREEERRI=y 2. THE CONTRACTOR SHALL VERIFY ALL RAMP AND PUSHBUTTON EXTEND ONTO THE SIDE FLARES.
CONSTRUCTION NOTES: BRICK PAVERS|| | ERERRNIAE -0 LOCATIONS PRIOR TO INSTALLATION. 7. CONTRAGTOR IS TO MAINTAIN PEDESTRIAN ACCESS DURING
o rfo) ‘ CONSTRUCTION STAGES.
A. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE ON MODIFIED BASE WITH BREAKAWAY COUPLINGS, e = e i e 3. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME i o b S N e S ONS ARE GIVEN AS OUT TO OUT
FOUNDATION (SHA STD. 801.01-01), LED COUNTDOWN PEDESTRIAN SIGNAL HEAD, AUDIBLE/ ) % N S P EXISTING THE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF MEASUREMENTS,
TACTIL.E PEDESTRIAN PUSHBUTTON AND R10-3(1) SIGN TO READ "PUSH BUTTON TO CROSS =270 RAMP. ~ = = SI—V&THR]I[%HFOF—WAY THE SIGNAL MODIFICATION. : 19 PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED
(NOTE: 1-2 IN. SCHEDULE 80-90 DEGREE PVC BEND) > 2 Al l& 4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ROUTING AND PROPERLY 57 A PERSON IN A WHEELCEAIR FROM A 680" X 60" LEVEL LANDING AREA
B. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE ON MODIFIED BASE WITH BREAKAWAY COUPLINGS, " 'é' C LABELING ALL SIGNAL CABLES. MONTGOMERY COUNTY FORCES WITHOUT NEEDING TO REACH MORE THAN 18". A LEVEL LANDING AREA IS
FOUNDATION (SHA STD. 801.01-01), LED COUNTDOWN PEDESTRIAN SIGNAL HEAD, AUDIBLE/ . WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING. AN AREA WITH A CROSS SLOPE OF LESS THAN OR EQUAL TO 2%.
TACTILE PEDESTRIAN PUSHBUTTON AND R10-3{1) SIGN TO READ "PUSH BUTTON TO CROSS QUINCE - o ¥t 5 THE CONTRACTOR IS TO REMOVE AND REPLACE THE CONCRETE 20. ALL ACCESSIBLE PEDESTRIAN CONTROL EQUIPMENT SHALL BE DELIVERED
ORCHARD ROAD." (NOTE: 1-2 IN. SCHEDULE 80-80 DEGREE PVC BEND) o SIDEWALK AT THE NEAREST JOINT. ;goégEAMMMoll\l\lgGgmgiYT%OLIJIII\ISAESHQLN SggET;ga @ESE'QSE %ND
C. INSTALL 2 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED). m 6. THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL o are 10 COORDINATE :
D. INSTALL 12 IN. WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING LINE (FOR CROSSWALK). m UNDERGROUND UTILITIES PRIOR TO THE INSTALLATION OF PROPOSED 21 THE CONTRAGTOR SHALL NOTIFY MR, KAMAL HAMUD AND MR
E. INSTALL 24 IN. WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING LINE (FOR STOP LINE). ) 5 gf&ﬁLC%ONL?APgﬂTEI\TILéFP%%EE%?NE%LSE ?RRISE THE CONTRACTOR ROBERT RICKETTS 72 HOURS IN ADVANCE OF INTENDED WORK.
F. INSTALL 5 IN. WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING LINE. R S ALl SGNAL POLE FOUNDATIONS SHALL BE INSTALLED AT THE
H. INSTALL PREFORMED THERMOPLASTIC PAVEMENT MARKING LEGENDSSYMBOLS (LANE USE ARROWS). m o, 1 N MD. 816.03. MD 81801 MD 818.04. THE CONTRACTOR SHALL VERIFY
J. REMOVE EXISTING PAVEMENT MARKING LINES (ANY WIDTH). - ULTIMATE GRADES PRIOR TC THE INSTALLATION OF ALL SIGNAL EQUIPMENT. STATE OF MARYLAND
K. USE EXISTING HANDHOLE. . ! 8. WITHIN 36 IN: OF UNDERGROUND UTILITY LOCATIONS, THE CONTRACTOR
L. REMOVE EXISTING S LK RAMPS AND INSTALL ISLAND RAMPS PER DETAIL A — SEE DETAIL ON SG-02 T N SHALL BE REQUIRED TO EXCAVATE FOR FOUNDATION AND CONDUIT BY HAND. STATE TIGLWAY ADMINSTRATION.
[ EVEVE ERSTING SDEWALE JAME MATCH EXISTING PAVEMENT MARKINGS 9. IF THE LOCATION OF THE ACCESSIBLE PEDESTRIAN SIGNAL (APS) STATE HIGHWAY ADMINISTRATION
i M. REMOVE EXISTING SIDEWALK RAMP AND INSTALL SIDEWALK RAMP PER DETAIL B — SEE DETAIL ON SG-02 B LSLEUTIONS MUST BE ' CHANGED. THE CONTRACTOR SHALL NOTEY OFFICE OF TRAFFIC & SAFETY
i N. REMOVE EXISTING SIDEWALK RAMP AND CONSTRUCT MD STD.855.12 SIDEWALK RAMP WITH THE PROJECT ENGINEER TO OBTAIN APPEOVAL FOR THE NEW LOGATION TRAFFIC ENGINEERING DESIGN DIVISION
(*1*) DETECTABLE WARNING SURFACE MD STD.655.40, AND TYPE A BACK CURB PER MD STD.620.02 AS SHOWN, T I SUBE MOTOD SEC 4E.08 4E10 FIG. 4B 4Ect AND, AL NGHEP
! P. INSTALL LED LUMINAIRE WITH 20 FT.LIGHTING ARM ON EXISTING SIGNAL POLE i S S T _
REQUIREMENTS ARE MET. ALL. WORK MUST BE HALTED UNTIL THE PROJECT UINCE ORCHARD RD) AND SOUTHBOUND 1-270 RAMP (£ SPUR
Q. USE EXISTING CONDUIT. - o ‘ MD 124 (Q ) ( )
ENGINEER HAS OBTAINED AN APPROVED LOCATION OR A DESIGN WAIER IS
R. REMOVE AND DISPOSE OF EXISTING TRAFFIC SIGNAL EQUIPMENT ALONG WITH FOUNDATION 12 IN. OBTAINED Gaithersburg, Maryland
BELOW GRADE AND BACKFILL. - L | | _
O A i an o HAR SIGRAL HEAD. UTILITY LEGEND | APPROVALS REVISIONS TRAFFIC SIGNALIZATION PLAN
U REMOVE EXISTING BASE MOUNTED CABINET AND INSTALL TYPE 'S' CABINET ON EXTENTION BASE. -= 11 N - - STORM DRAIN \ / Y — oAE T 20 ADVERTSED DATE 12207 GONTRAGT NO
V. REMOVE AND DISPOSE OF EXISTING OVERHEAD SIGN (R10-12). . lll . - SAS MAIN p XY2385135 TIMS:MOOS 082013 — —
W. RE D SHIELD ASSEMBLEY, AND REINSTALL USING NEW HARDWARE AT PROPER | . TEAW LEADER & = [VLE
@EMTC[){\;/ELE&%REEN@?OCNE SHl SS Y . W W WATER MAIN o cs | T}Zﬁ'yf ML |CY DESIGNED BY N.LEARY COUNTY MONTGOMERY
' ' r . E E ELECTRIC CABLES & CHECKED BY N, LEARY TIMS NO.
__L Z. PEPCO TO CAP AND ABANDON EXISTING CONDUIT. CONSULTING ENGINEERS A A AERIAL CABLES | | | | |
i AA. INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED). ELLICOTT CITY. MARYLAND ‘ BLE: Sreo F.AP. NO. SEE TITLE SHEET TOD NO.
a BB.REMOVE AND RESEST BRICK PAVERS. | ' T T TELEPHONE CABLES: \
5 CC.INSTALL 100 AMP METERED SERVICE PEDESTAL. (NOTE: 3-2IN AND 1-4IN SCHEDULE 80-90 DEGREE BENDS) F F FIBER-OPTIC | | | | | TS NO. 3535A DRAWNG SG-01 OF 02 SHEET NO. 1 OF 2
M DD.REMOVE EXISTING PAVEMENT MARKING ARROWS JBFFICE DIRECTOR ‘ : N
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